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CUSTOMER SERVICE NOTICE

PRODUCT OPTIONS

CONTACT TECH SUPPORT

FOR FURTHER QUESTIONS:

Installers, Dealers and Consumers who may be sensitive to uncharacteristic noises under full throttle application or 

heavy throttle application during towing can make a minor modification to eliminate this concern. 

1. Support the transmission and remove the transmission mount from the vehicle.

2. Accquire a 5.5" to 5.625" length of 3/8” fuel line (NAPA part number H-177) and use a razor knife and    

    carefully cut down the length of it so that it can be opened up. Image A page 2. 

3. Locate the transmission mount limiting bar located inside of the transmission mount.

    It is the 3/8” diameter rod that runs the length of the transmission mount.  Image B and C page 2.

4. Insert the fuel line through the openings on either side of the transmission mount.  Wrap the fuel line

    around the 3/8” rod. It may be necessary to use needle-nose pliers or a flat head screw driver to help. 

5. Rotate the fuel line so that the slice is visible through the window in the top as shown in the pictures.

6. Use zip-ties to secure the fuel line to the transmission mount rod.  Image D page 2.

7. Reinstall transmission mount to the truck.
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Update: 5" suspension lift system, K1174B / 51033B on 2015-2018 Colorado / Canyon models with diesel engines.  

Some customers may experience a brief noise or vibration under hard acceleration from a standing start or deliberate 

throttle application while towing; 

the source of this noise / vibration comes from the normal loading of the factory transmission mount under full 

throttle application.  

This issue is found on some stock vehicles, but may become more noticeable with  the additional load caused by larger 

tires.  

Pro Comp has developed a quick field fix to address this base-vehicle issue.
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Once the 5.5" to 5.625" length of 3/8" fuel line has been split, insert it through the side opening of the 

transmission mount. A B

Wrap the fuel line around the 3/8” rod. Rotate the fuel line so that the slice is visible through

It may be necessary to use needle-nose pliers the window as shown in the picture.

or a flat head screw driver to help. C Secure zip ties around fuel line at both sides of opening.  D 


