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TO:  All Channels 

From:  Service Ops 

Re Policy: Pneumatic chisel (hammer) 

Purpose: This document is intended to communicate safe work practices when using Pneumatic chisel 
(hammer)     

Scope: We will explain the proper use of Pneumatic hammers and required PPE. 

                                                 

                                                  

                                          

                          

Requirements: Correct PPE must be used at all times while performing jobs with use of Pneumatic hammer. 
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Procedures:                    

              

Tool safety information 

  

 General Hazards 

 Always use the correct PPE appropriate for the job 

 Air under pressure can cause severe injury. Never direct air at yourself or 

anyone else. 

 Always turn off the air supply, bleed the air pressure and disconnect the air 

supply when not in use or changing bits. 

 Never use damaged tool or accessory. 

 Do not modify the tool, safety devices, or accessories. Modification can reduce 

the effectiveness of the safety measure and increase the risk to the operator. 

 Hold tool firmly. Use two hands if required to maintain control. 
 

 Projectile hazards 

 Always wear eye protection when operating or performing maintenance on this 

tool. The grade of protection should be assessed for each use and may include 

impact-resistant glasses with side shields, goggles, or a full face shield over 

those glasses. 

 Ensure work pieces are secure. Use clamps or vise to hold work piece whenever 

possible.  

 Never place parts of your hand or fingers in front or behind the area being 

worked on or around.  
 

 Noise hazards 

 Always wear hearing protection when operating this tool. 

 Exposure to high noise level can cause permanent, disabling hearing loss and 

other problems like ringing, buzzing, whistling or humming in the ears. 

 If the tool has a silencer, always ensure it is in place and good working order 

when the tool is being operated. 
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Operating hazards 

 Operators shall be physically able to handle the bulk, weight and power of the 

tool. 

 Never hold the part that is to be removed by hand. 

 Keep body stance balanced and firm. Do not over reach when operating this 

tool. Anticipate and be alert for sudden changes in motion or reaction forces 

during start up and operation. 

 Use of the tool can expose the operator’s hands to hazards, including crushing, 

impacts, cuts, abrasions and heat. Wear suitable gloves to protect hands, 

however, ensure that the gloves do not restrict your ability to release the trigger. 

 The insert tool may break in use. Keep clear & maintain a balance and firm 

stance. 

 Never point the tool at anyone 

 Always use the appropriate retainer, latch or sleeve, in addition to proper barrier 

to protect persons in surroundings areas from possible ejected accessories.  

  

 

 

 

 

 

Responsibilities :  Failure to follow any/or all guidelines listed above will result in further disciplinary 
actions up to and including termination.  Discipline will be applied to all who 
participated in the unsafe activity (technician, service manager and/or retail manager)  


