
MONTHLY IIPP REPORTING and RECORDING 

FORMS (4 pages) 
MONTHLY SAFETY REPORT FORM 

Instructions: Report IIPP completion for the month using this form. The current months’ activities are 

reported by the 10th of the month. Due Date: Complete and FAX on or before the 10th day of the month. 

If 10th is a weekend or holiday, due date is the next business day.  
NOTE: A portion of Service Manager commission can be withheld for failure to report IIPP properly 

every month. This will include proper documentation in Safety Manual.  

Store # / Location: _________________Date___________________  

Name of Person submitting report___________________________  
SAFETY MEETING Yes  No 
Was a safety meeting conducted?    

    

Did safety meeting participants sign the attendance / minutes form?    
    

For March, June, September, and December, was a Shop Equipment    

Inspection completed and sent with the IIPP reporting documents?    

FACILITY SAFETY INSPECTION Yes  No 
Was the monthly safety inspection completed?    

    

Was the inspection documented on the checklist provided?    
    

Were employees allowed to have input about inspection items?    
    

EMPLOYEE SAFETY TRAINING Yes  No 
Were employees offered the opportunity to voice concerns about facility    

safety? ( documented on attendance/meeting minutes page)    

Was the training topic identified on the attendance / meeting minutes    

from?    

IDENTIFY SAFETY TRAINING TOPIC:    

   

RECORDING Yes  No 
Is the following posted: OSHA (Occupational Safety & Health    

Administration or by some similar name); identifies employee rights to a    

safe work environmental and provides information as to how to file a    

complaint for unsafe conditions? Posters are state specific where the    

state has its own approved OSHA program. (USA ONLY)    

Is the following posted: Workers’ Compensation (or some similar name);    

provides information about what to do and who to contact if an    

occupational injury occurs? Posters are state specific but should include    

the name of the insurance carrier. (USA ONLY)    

Is the following posted: Floor plan with evacuation routes?    
    

Is the following posted: Emergency contact numbers (ambulance,    

hospital, doctor, police, fire dept.)?    

Is the following posted: Safety Policy signed by Greg Adler?    
    

Is the following posted: Forklift Operations (Only required at sites    

with forklift)?    

There are 4 pages required to be in the Safety Manual monthly. This Reporting Form,  

Attendance / Meeting Minutes, and General Safety Inspection Checklist (2 pages).  

 Yes  No 
Are all of the attached pages filed in the Safety Manual (IIPP book)?    
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Fax completed all completed documents to your RSM for proper credit in reporting IIPP.  
Leave no spaces blank for date, topic, etc. 



MONTHLY IIPP REPORTING and RECORDING 

FORMS (4 pages)  
 
 
 
 
 

 

Attendance Record 
Store # / Location: ___________Date: _____________Time: ______  

 

Name of Supervisor or trainer:_______________________________ 
 

Identify training topic presented______________________________ 

Attendance and Safety Committee Members present 
Name (print) Employee # Signature Date 

    

    

    

    

    

    

    

    

    

    

    

 

SAFETY ISSUES PRESENTED ACTION NO 

(List issues identified by employees REQUIRED ACTION 

during the monthly safety meeting) (list actions REQUIRED 

If no safety issues are presented by employees, write “NO ITEMS planned to (Check here 

PRESENTED” in one box below. correct if no action 
 problem) is required) 
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Fax completed all completed documents to your RSM for proper credit in reporting IIPP.  
Leave no spaces blank for date, topic, etc. 



MONTHLY IIPP REPORTING and RECORDING 

FORMS (4 pages) 
Dispatch equipment repair as necessary to maintain a safe workplace 

GENERAL SAFETY INSPECTION CHECKLIST 
(Items with grey boxes mean that N/A is not an option, check only yes or no) 

 
Date: __________________, Store or Location #: _____________________ 

 
Legibly Print Name of Inspector: ______________________________________________________ 

 
INSPECTION CRITERIA  YES NO N/A 

PERSONAL PROTECTIVE EQUIPMENT (PPE)     

Safety glasses are being worn where designated and when needed.    

Face shields together with safety glasses are being worn to protect against flying particles.    

Splash goggles are being worn where chemical splash hazards exist.    

Hearing protection is being worn where and when required.     

Safety toe footwear (or appropriate protection) is being worn where and when required.    

Gloves are being used as recommended for protection against cuts, heat, cold, sharp objects,    

corrosives, chemical contact.     

Personal Protective Equipment  is available and existing PPE in use is in good condition.    

Long hair is restrained to shoulder level or above when associates are working on or near    

equipment.     

COMPRESSED GAS CYLINDERS     

Cylinders are marked with contents and hazard warning.  (Bottles Labeled)    

Cylinders are stored away from excessive heat or cold.     

Cylinders are secured with restraint device to prevent tipping, falling, or rolling.  (chained)    

Cylinder valve caps are secured on cylinders not in use.     

Valves are closed at the end of the job.  (all bottles in entire facility)    

Cylinders marked “Flammable” are stored at least 25 feet away from non-flammable cylinders.    

PORTABLE (POWER OPERATED) TOOLS AND EQUIPMENT    

Grinders, saws and similar equipment is provided with appropriate safety guards..    

Power tools are used with the correct shield, guard or attachment recommended by the    

manufacturer.     

Cord-connected, electrically-operated tools are equipped with effective grounding (3 prong    

plug) or are of the approved double insulated type with 2 prongs    

Effective guards are placed over belts, pulleys, chains, sprockets on air compressors and the    

like.     

Portable fans are provided with full guards or screens having opening ½ inch or less.    

Pneumatic and hydraulic hoses on power operated tools are checked regularly for    

deterioration or damage. (Commonly found on automotive lift hoists)    

HANDTOOLS     

Tools and equipment (both company and worker-owned) are in good condition.    

Tools such as chisels, punches, and drivers which develop mushroomed heads during use are    

reconditioned or replaced as necessary.     

Broken or fractured handles on hammers and similar equipment is replaced promptly.    

Cutting tool and scraping tool edges are kept sharp.     

Rotary tools that can grab clothing or skin are being used correctly    

Rotary sanding/cutting tools have appropriate guards to shield user from sparks/debris    

ABRASIVE WHEEL GRINDERS (BENCH GRINDERS)  YES NO N/A 

Work rest is kept adjusted to within 1/8 inch of the wheel.     

Adjustable tongue on the top of the grinder is kept adjusted to within ¼ inch of the wheel.    

Side guards cover the spindle, nut and flange and 75% of the wheel diameter.    

Bench and pedestal grinders are permanently mounted. (may not be mounted on a post unless    

post is secured  and cannot be moved easily)     

Goggles or face shield with safety glasses are worn when grinding.    

The maximum RPM rating of each abrasive wheel is compatible with the RPM rating of the    

grinder.  NOTE: wheels ordered outside of normal supply channels may not meet criteria    

Before new abrasive wheel is mounted, a visual inspection and ring test is conducted.    

Does the wheel show proper wear (no grinding on the sides of the wheel)    

If wheel shows wear from improper use is another wheel being ordered to replace?    
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MONTHLY IIPP REPORTING and RECORDING 

FORMS (4 pages) 
     

FIRE SAFETY  YES NO N/A 

Extinguishers are in their proper locations and the location is properly marked “extinguisher”.    

The area in front of extinguishers is clear for 36” in all directions    

Fire extinguisher gauge checked for overcharge or undercharge condition and recorded on tag    

Extinguishers are fully charged, pull pins and tamper seals are in place on all extinguishers.    

Fire-Main valves etc to fire sprinkler systems are in the OPEN position and locked in position    

with break-away locks. (only applies to facilities with sprinkler systems)    

Fire sprinkler and standpipe systems tested and permit attached (required in California)    

Are all emergency exit routes clear to a width of 36” minimum    

Safe clearance of 36” minimum is maintained around heating devices    

Combustible rubbish or cardboard is removed from facility daily    

No combustible materials are stored in mechanical or compressor rooms    

Warehouse and storage areas shall be maintained 24" below the ceiling in non-sprinklered    

facilities and 18" in a sprinklered building    

Drop ceiling (acoustic tiles) are in place with no holes or openings    

EMERGENCY EXITS     

Exits are clearly marked with an EXIT sign.  ( sign above door)    

Exits are kept free of obstruction and unlocked.    

(Bay doors are NOT to be considered fire exit routes. Exit doors have release devices so that    

they will open with no locks to remove or special knowledge required to open them)    

EYE WASH AND SHOWER STATIONS    

The path to all eye wash and shower stations is clear and unobstructed.    

Eye wash and shower unit monthly testing has been conducted and documented.    

Eye wash station solution is full (un-piped systems)    

Eyewash bottle stations have been cleaned of dust and expiration dates checked    

ELECTRICAL SAFETY     

Extension cords are used only for temporary use.  NO PERMANENT USE ALLOWED    

Extension cords in use are in good condition. (No electrical tape repairs)    

Extension cords in use are not exposed to excessive wear, no moving objects making contact.    

Electrical equipment is de-energized or unplugged before service is performed on it.    

Covers are present and closed on all electrical panels, boxes and outlets.    

Wires are free from splits, cracks, separation or wear presenting a hazard.    

Wiring connections are intact, eliminating bare wires or loose connections, and proper    

hardware is present.  (Welder plug is most common)    

Areas in front of electrical panels and disconnects is clear for a distance of at least 3 feet.    

Electrical panel switches are identified as to what the switch operates. (labeled)    

CHEMICAL HAZARDS AND COMMUMICATIONS    

Chemical containers are properly labeled with name of contents and hazard warning.    

Chemical containers are properly stored.    

Flammable chemicals are stored in cabinet designed for flammable liquids.    

Safety Data Sheets (SDS) exist for all hazardous chemical and available to workers.    

LADDERS     

Equipped with non-slip feet that are in good condition.    

Ladder is in good condition, no bent or missing rungs or stabilizer bars    

Non-conductive (non-metal) ladders are used when electrical work is done.    

HOUSEKEEPING     

Floors are in good repair and clear of debris, holes, cracks and other trip hazards.    

Aisles, hallways, pallets racking, and exit routes are free from obstructions.    

Floors are free from water, oil, and other slipping hazards.    

There are adequate numbers of brooms, dust pans, trash cans, absorbents, and other    

cleaning supplies.     

Hoses, cords, and other items are kept off the floor to prevent tripping hazards     
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