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     The Cam Wheel may not fit into its housing on the bumper. ( Fig A)
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Fig C ( Correct Fitment)

We have been manufacturing them for over a year so if you
have one produced before 2/14 its probably good. We are
trying to narrow that down right now. We had mfg dates of
3/14 and 3/25 in Compton which had this issue. Until we
narrow it down we are putting the part on hold.
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CONTACT TECH SUPPORT
FOR FURTHER QUESTIONS:
tech@smittybilt.com (800) 776-0767
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A. You could grind away the housing slightly (approx 2mm, Fig B)
in order for the Cam Wheel to fit, but for it to work properly it can
not be made oversize. (to large)

B. We are trying to come up with a solution and or determine if
they need to be reworked. We will send an update soon.

FOR FURTHER QUESTIONS:
tech@smittybilt.com (800) 776-0767

Fig A Fig B

Fig C ( Correct Fitment)



400 W. Artesia Blvd.,
 Compton, CA 90220

Copy Image/s Here:

Corrected. See Corrective Action (above)

14
Days

30 Days 60
Days

90 Days

YES 30 NO

NOTES:

Fig A Fig B

We have been manufacturing them for over a year so if you
have one produced before 2/14 its probably good. We are
trying to narrow that down right now. We had mfg dates of
3/14 and 3/25 in Compton which had this issue. Until we
narrow it down we are putting the part on hold.

A. You could grind away the housing slightly (approx 2mm, Fig B)
in order for the Cam Wheel to fit, but for it to work properly it can
not be made oversize. (to large)

B. We are trying to come up with a solution and or determine if
they need to be reworked. We will send an update soon.

Corrected. See Corrective Action (above)

14
Days

30 Days 60
Days

90 Days

YES 30 NO

NOTES:

Fig C ( Correct Fitment)

We have been manufacturing them for over a year so if you
have one produced before 2/14 its probably good. We are
trying to narrow that down right now. We had mfg dates of
3/14 and 3/25 in Compton which had this issue. Until we
narrow it down we are putting the part on hold.

A. You could grind away the housing slightly (approx 2mm, Fig B)
in order for the Cam Wheel to fit, but for it to work properly it can
not be made oversize. (to large)

B. We are trying to come up with a solution and or determine if
they need to be reworked. We will send an update soon.


