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EYE SAFETY IN THE WORKPLACE 
 

POLICY: 

Approved safety glasses are required at all times by any person that enters the shop area, including visitors. Glasses 

without a Z87 designation (an ANSI approved designation usually found stamped on the frame ear piece) are not 

approved safety glasses. The Z87+ rating can be found inside the frame or on the arms of the glasses seen here. 

 
The U.S. civilian standard for protective eyewear was revised in 2010. The previous version from 2003 was organized 

by the type of protector. The Z87.1-2010 version is organized by the type of hazard such as droplet and splash, impact, 

optical radiation, dust, fine dust, and mist.[5] Also, the 2003 version specified that protective products be marked as 

providing "Basic" or "High Impact" protection. In the Z87.1-2010 standard, there is no longer a distinction between 

levels of ballistic protection. Products are either non-impact or impact protectors. Products marked as impact protectors 

must pass all high-impact testing requirements and are marked as "Z87+". Non-impact protectors are those which do not 

pass all high-impact testing requirements and are therefore marked only with "Z87" (no "+" sign). 

 

Non-prescription safety glasses with side-shield, wrap-around safety glasses, goggles, face shields, and welder goggles 

that meet or exceed the Z87.1-2010 rating are provided by the Company. Prescription safety glasses with attached side 

shields are to be obtained by the individual user at their expense. 

 

Bomber eyewear now offers true safety glass with compliant side shields in bifocals for those with this specific need.  

See Bombereyewear.com for details. 

 

VISITOR SAFETY GLASSES 
Visitor safety glasses that fit over personal glasses are to be available at all time. Suggested visitor safety glasses may be 

purchased through Grainger, Item No 6T361.  They will fit OVER most of our customer prescription glasses as seen 
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here.  ALL CUSTOMERS THAT VISIT OUR SERVICE DEPARTMENTS SHALL BE PROVIDED ADEQUATE 

EYE PROTECTION.  This is a minimum standard for visitors in our shops. 

Employees may use visitor safety glasses for temporary entry into the shop area. See example image of glasses that can 

be worn over a visitors prescription glasses. 

 

 

 

 
 

INJURY PREVENTION 
Eye injuries are preventable! Each location has the appropriate protective devices in the form of safety glasses, goggles, 

face shield, and welder’s goggles. Sometimes, depending upon the hazard, a combination of protective devices is 

required such as during grinding operations where safety glasses or goggles are required along with a face shield. We all 

recognize the importance of sight and the potential of eye injury and loss of sight. It’s too important to ignore. 

 

IDENTIFY GENERAL HAZARD IN THE SERVICE BAY WORK AND SELECTION OF EYE 

PROTECTION 

The type of eye protection needed depends upon the task being performed.  To make an appropriate selection the 

hazards need to be understood.   

Hazard: Any particle traveling at high speed that is generated by ourselves or a co-worker. 
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Selection: Safety glasses with attached side-shields are required by policy in the service bay areas AT ALL TIMES. 

Wrap-around style safety glasses are equivalent to safety glasses with attached side-shields and are acceptable for full 

time use in 4 Wheel parts service departments. 

GRINDING, CHOP SAW, CUT-OFF TOOL OR AIRBORNE PARTICLES FROM DRILLING  
 

 

 

 

 

Hazard: Multiple visible particles traveling at a high speed of impact. Use safety glasses AND full face shield as seen 

below left.  

WELDING OPERATIONS PARTICLES AND ULTRAVIOLET LIGHT  

Hazard: Hot particles and invisible ultraviolet light that cause eye burns. 

Selection: Welding mask or welding goggles + face shield. Use only welding mask or goggles that are purchase by 

management. See image above right. 

 

LIQUID SPLASH 

Hazard: Solvents or parts cleaning solution 

Selection: Splash goggle or a face shield PLUS safety glasses with attached side-shields. 

DUST 

Hazard: Dust is small airborne particles that do not travel in a given direction. Often, dust is generated by blowing 

compressed air onto a dirty part.  

Selection: Goggles when the dust creates a visible cloud. 

WARNING: FACE SHIELDS ARE NOT IMPACT RESISTANT. WEAR SAFETY GLASSES OR GOGGLES WITH 

A FACE SHIELD.                                                               
 JRM 2015 


